How To Record Temperatures

For Refrigerators and Freezers

Check Temperatures Twice a Day.

1. Fill out header.

\CDPH

. Complete all fields neatly and in ink. Temperature Log Month & Year U@ 2025

Provider PIN 0123445

« Record provider PIN from myCAvax. T p———
orqge nit Location
- Select temperature scale for your Injedion Room Unik #2

MFahrenheit [ cCelsius

Storage Unit Type (select
Iﬂ Refrigerator (36° to 4

storage unit, one storage unit type Funding Source(s)

IﬁPrivate O

[] Freezer (-58° to 5°F /

. o VFC VFA LHD 317 SGF
and funding sources for all vaccines L = =

stored in the storage unit.

2. Record the time and your initials

a.m. temperatures before ¥:00am| CS

opening the refrigerator or freezer. om

next to the day of the month: Day Time Initials Alarm Current

[ R A A e

p.-m. temperatures about an hour

before the office closes to allow time
for corrective actions.

3. Record a check mark if you see or hear
an alarm.

If temperatures are within the OK range,
leave blank.

4. Record Current, Min, and Max temperatures

Do not record LO/HI alarm settings.

5. Clear Min and Max.
(Skip this step if your data logger
resets automatically.)
« Confirm Min and Max now
match the Current temperature. »
» Clearing ensures you don't record
same Min/Max the next time.

6. Ensure data logger is in place and
recording.
(Some devices need to be
reconnected and restarted.)

)"

RECORDING

START/STOP  CLEAR
® @

Refer to the device’s product guide.
See Data Logger Setup & Use Guide
for required settings.

Continued on page 2.
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neatly, accurately, and in the correct columns.
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Remember to
write in pen.

Keep temperatures within range:

Refrigerator
36.0°F_ 46.0°F
2.0°C  8.0°C
Freezer
-58.0°F 5.0°F
-50.0°C -15.0°C
ULT
-130.0°F -76.0°F
-90.0°C -60.0°C
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